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GEOCABLE
Seiscon Connector Range

Source Connectors               

Bolt Airgun - Heavy Duty                 2
Ion (I/O) Sleeve Gun - Heavy Duty            3
Ion (I/O) Sleeve Gun - Firing               4
SSI ‘G’ and ‘GI’                       5

In-line Connectors

‘RM’ Style - Water Blocked                6
‘SU’ Style -  Water Blocked 2-8 pin            7
‘SU’ Style -  Water Blocked 16 pin            8

Bulkhead Connectors

‘RM’ Style - Straight Thread                9
‘RM’ Style - NPT Mount                   10
‘RM’ Style - Flange Mount                 11
‘SU’ Style - Straight Thread 2-4 pin            12
‘SU’ Style - Straight Thread 8-16 pin           13
‘SU’ Style - NPT Mount 2-4 pin              14
‘SU’ Style - NPT Mount 8 pin                15
‘SU’ Style - NPT Mount 8 pin                16
‘SU’ Style - Flange Mount 2-8 pin             17
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The Seiscon line of cable connectors 
and terminations sets the industry 
standard for durability and depend-
ability in difficult operational enviro-
nments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 
Bolt Airgun Connector - Heavy Duty

6.38” 
162mm 

1.38” 
35mm 
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2 Pin  

4 Pin  
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
I/O Sleeve Air Gun Connector - Heavy Duty

6.02”
153mm

1.22”
31mm

1 2

7650017

Firing or Timing

7650142

 Timing, Polarized
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
I/O Sleeve Air Gun Connector - Firing
5500-300

5.97”
152mm

1.25”
32mm

Set
Screw
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The Seiscon line of cable connectors 
and terminations sets the industry 
standard for durability and depend-
ability in difficult operational enviro-
nments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
SSI ‘G’ and ‘GI’ Airgun Connector

5700-000
4.45”

113mm

1.27”
32mm
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The Seiscon line of cable connectors 
and terminations sets the industry 
standard for durability and depend-
ability in difficult operational enviro-
nments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘RM’ Style In-line Connectors

2 Pin Male

HL7850010

HL7850008

2

1

4 Pin Male

2

1

3

4

2 Pin Female

4 Pin Female

HL7850009

HL7850007

2

1

2

1

3

4

4.96”
126mm

0.91”
23mm

4.96”
126mm

0.95”
24mm

4.96”
126mm

0.90”
23mm

4.96”
126mm

0.95”
24mm

Water Blocked
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘SU’ Style In-line Connectors
Water Blocked

HL7850004

HL7850003

HL7850012HL7850006

HL7850011HL7850005

2 Pin Male 4 Pin Male 8 Pin Male

2 Pin Female 4 Pin Female 8 Pin Female

3

2 1

4

1

2

1

2

1

3

2
4

1

3

2

4

8

5

6

7

1

4

2

3

5

8

7

6

2.47”
63mm

01.44”
37mm

2.66”
68mm

01.44”
37mm
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘SU’ Style 16 pin In-line Connectors
Water Blocked

Body Profile for Cable Diameter 0.25 up to 0.75

4.9”
124mm

Body Profile for Cable Diameter 0.75 up to 0.90

HL7850002

Body Profile for Cable Diameter 0.75 Up to 0.90

Body Profile for Cable Diameter 0.25 up to 0.75
HL7850001

2.0”
51mm

4.9”
124mm 4.9”

124mm

4.9”
124mm

2.0”
51mm

2.0”
51mm

2.0”
51mm

Female Male
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘RM’ Style Bulkhead Connectors
Straight Thread

3.0”
76mm

1.5”
38mm

1.5”
38mm

3.28”
83mm

1.5”
38mm

1.5”
38mm

6500-204

6500-404

1

23

4

1

2 3

4

4 Pin - Female

4 Pin - Male

1.5”
38mm

1.5”
38mm

6500-104

6500-304

2 Pin Female

2 Pin Male

1

2

1

2
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘RM’ Style Bulkhead Connectors
NPT Mount

3.03”

6500-301

6500-101

6500-401

6500-201

3.21”
77mm

77mm
1.44”
37mm

1.44”
37mm

1.44”
37mm

1.44”
37mm
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘RM’ Style Bulkhead Connectors
Flange Mount

6500-100 6500-200

2 Pin Male

1.
44

”
37

m
m

2.89”
73mm 2.00” sq.

51mm
2.00” sq.

51mm

4 Pin Male

6500-300 6500-400

3.21”
82mm

1.
44

”
37

m
m

2 Pin Female

2.00” sq.
50.8mm

2.00” sq.
50.8mm

4 Pin Female
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘SU’ Style Female Bulkhead Connectors
Straight Thread

1.44”
37mm

2.82”
72mm

3 2
14

6100-202

2
1

6100-102

1.25”
32mm

1.25”
32mm

2 Pin Female 4 Pin Female
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘SU’ Style Female Bulkhead Connectors
Straight Thread

1.44
36.58mm

2.82
71.63mm

6100-302

8 Pin Female

1

4

2

3 5
8

7

6

6100-402

2.0
50.8mm

2.82
71.63mm

1.87
47.5mm

16 Pin Female

1.44
36.58mm
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘SU’ Style Bulkhead Connectors
NPT Mount

2.82”
72mm

1.44”
37mm

2 Pin Female 4 Pin Female

6100-101

1.31”
33mm

6100-201

1.31”
33mm

1

4
2

3
1

2
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘SU’ Style 8 Pin Bulkhead Connectors
NPT Mount

8 Pin Male

4

8

1.31”
33mm

2.85”
72mm

1.50”
38mm

1.44”
37mm

2.82”
72mm

6100-301

6100-304

8 Pin Female

1

4

2

3 5
8

7

6

1.31”
33mm

1

2

35

7

6
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘SU’ Style 16 Pin Bulkhead Connectors
NPT Mount

6100-401

2.82”
72mm

1.75”
44mm

2.00”
51mm
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The Seiscon line of cable connectors 
and terminations sets the indus-
try standard for durability and de-
pendability in difficult operational 
environments.

Seiscon connectors are injection-
molded directly onto purpose-built 
polyurethane-jacketed cable. This 
process produces an intimate fusion 
bond that results in an extremely 
rugged and durable cable assembly 

suitable for harsh environments 
with high pressure-shock loading. 
High strength beryllium-copper con-
tacts, bodies and locking sleeves of 
316 stainless steel serve to further 
increase service life.

A choice of purpose-built cables 
incorporating high strength conduc-
tors such as cadmium, copper and 
copper-clad steel complement these 
field-proven connectors. 

 

GEOCABLE
‘SU’ Style Female Bulkhead Connectors
Flange Mount

2.82”
72mm

1.
44

”
37

m
m

6100-100 6100-200

2 Pin
2.00” sq.

51mm
2.00” sq.

51mm

4 Pin

6100-300

2.00” sq.
51mm

8 Pin

1

4

2

3 5
8

7

6
1

21

42
3




